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RECORD OF CHANGES

Revision
No.

Comments Date Signature
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2015 MSGP
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SUMMARY OF KEY PLAN IMPLEMENTATION REQUIREMENTS

The following table summarizes key compliance requirements, deadlines, and actions that must be performed by the
Billerica WWTF to implement this plan and comply with the conditions of the MSGP. Please refer to the full text of this
plan for detailed requirements.

Requirement Due Recordkeeping/Reporting
Requirements

Maintain compliance with best management
practices (BMPs) described in SWPPP
(minimizing exposure of materials to storm
water)

Continuously, with quarterly visual
inspection as described below

See below

Perform visual inspection of facility grounds,
exposed activities, etc. and complete
inspection record in Appendix F of SWPPP (at
least one of these each year must be
performed during a storm event)

Quarterly Keep inspection records in
Appendix F; include
information on any
corrective actions.

Collect storm water grab sample from the
sampling point within the first 30 minutes of
discharge from a storm event that occurs at
least 3 days after previous discharge. Perform
visual assessment of sample (record on forms
in Appendix G of SWPPP)

Quarterly (Jan – March; April –
June; July – September; October
– December)

Keep visual assessment
report forms in Appendix
G.

Submit Annual Report to EPA electronically
using the NPDES eReporting tool (Net) on the
Central Data Exchange (CDX).

Annually by January 30th Keep a .PDF copy on file.

Perform SWPPP training Initial training for all employees
with periodic refresher

Keep training records in
Appendix H
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1. SCOPE OF PLAN

The EPA storm water regulations require facilities within certain Standard Industrial Classification (SIC) codes to submit a
Notice of Intent (NOI) for coverage under the National Pollutant Discharge Elimination System (NPDES) Storm Water Multi-
Sector General Permit for Industrial Activities (MSGP) and prepare a Storm Water Pollution Prevention Plan (SWPPP).
Because the Billerica Wastewater Treatment Facility (WWTF) operates under SIC code 4952, one of the specified SIC
codes within Sector T: Treatment Works, it must prepare a compliant SWPPP. This Plan is designed to comply with all of
the applicable SWPPP planning provisions of the 2015 MSGP issued June 4, 2014.

1.1 MAINTENANCE AND AVAILABILITY OF PLAN

A complete master copy of this SWPPP is maintained onsite in the administrative offices of the Billerica WWTF and
will be made available to EPA, the Massachusetts Department of Environmental Protection (MassDEP), and
representatives of the U.S. Fish and Wildlife Service (FWS) upon request. This Plan is also publically available on the
Town of Billerica Department of Public Works website: http://www.town.billerica.ma.us/186/Public-Works.

1.2 PLAN REVIEW AND AMENDMENTS

This Plan will be reviewed and modified whenever necessary to address any of the triggering conditions for corrective
action described in Section 5.9, and to ensure that they do not reoccur, or to reflect changes implemented when a
review following the triggering conditions for corrective action indicates that changes to control measures are necessary
to meet the effluent limits in the MSGP.

Changes to this SWPPP will be made in accordance with the corrective action deadlines described in Section 5.9 of
this plan (i.e., before the next storm event if possible, or as soon as practicable following that storm event) and will be
signed and dated in accordance with Appendix B, Subsection 11 of the MSGP.

If the Billerica WWTF expands its operations, or changes any significant material handling or storage practices that
could impact storm water, this SWPPP will be amended. The amended Plan will describe the new activities that
contribute to increased pollution and planned control measures.

This plan will also be amended if a state or federal inspector determines that it is not effective in controlling storm water
pollutants discharged to waterways.

1.3 PLAN CERTIFICATION

I certify under penalty of law that this document and all attachments were prepared under my direction or supervision
in accordance with a system designed to assure that qualified personnel properly gathered and evaluated the
information submitted. Based on my inquiry of the person or persons who manage the system, or those persons directly
responsible for gathering the information, the information submitted is, to the best of my knowledge and belief, true,
accurate, and complete. I am aware that there are significant penalties for submitting false information, including the
possibility of fine and imprisonment for knowing violations.

Abdul Alkhatib Department of Public Works, Director

Printed Name Title

Signature Date
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2. FACILITY DESCRIPTION

The Town of Billerica’s WWTF is located at 70 Letchworth Avenue, North Billerica, Massachusetts, and is situated on
approximately 9.36 acres. The facility is a 5.1 MGD, Grade 7 secondary treatment plant that includes preliminary
treatment, primary settling, aeration, secondary clarification, chlorination, dechlorination, post aeration, tertiary
treatment and administration facilities. The WWTF also has a number of vehicles and trailers on site. Appendix B
includes a complete list of these vehicles, and the Site Map shows their locations. There is one outfall to the Concord
River for treated wastewater and four outfalls for storm water, all of which discharge to surrounding wetlands and an
unnamed brook in the vicinity of the Concord River.

Occasional vehicle washing is done behind the Sludge Handling and Disposal Building occasionally in a designated
area. Washing of the jet truck is performed behind this building as well. No gasoline fueling is performed on the property.
The fueling is performed offsite. Diesel fueling, however, is done onsite between the Administration and Operations
Buildings for the front-end loader and Bobcat.

Table 2-1: General Facility Information

Owner/Operator Name: Town of Billerica Department of Public Works

Facility Name Billerica Wastewater Treatment Facility

Facility Address: 70 Letchworth Avenue, Billerica, MA 01862

County Middlesex

Latitude and Longitude: 42.600634 / -71.2851119

SIC Code: 4952: Sewerage Systems

MSGP Sector

Sector T: Treatment Works

Subsector T1: Treatment Works treating domestic sewage, including
land dedicated to the disposal of sewage sludge, with a design flow
of 1.0 mgd or more or required to have a pretreatment program
under 40 CFR Part 403.

NPDES Storm Water MSGP Number MAR05D100

Receiving water: Marginal Brook

2.1 GENERAL LOCATION MAP

The general location map in Appendix B is based on a U.S. Geological Survey (USGS) quadrangle map and identifies
the location of the facility and all receiving waters for storm water discharges.

2.2 SITE MAP

The Site Map in Appendix B is a map of the Billerica WWTF showing the footprint of all buildings, structures, paved
areas, outfalls, direction of storm water flow, and potential sources of pollution.
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2.3 SIGNIFICANT MATERIAL INVENTORY

Materials used by this facility and activities that may be exposed to precipitation or storm water runoff are listed in
Appendix C.

2.4 VEHICLE WASHWATER AND WASTEWATER

Occasional vehicle washing takes place outdoors in a designated area behind the Sludge Handling and Disposal
Building. The runoff is collected in a catch basin and returned to the plant’s process flow. This is the only area
acceptable for vehicle washing.

2.5 SALT STORAGE

This facility does not have salt storage on site. If salt storage is added, this Plan will be revised to ensure that the
storage area meets the requirements of the Storm Water General Permit.

2.6 SPILLS AND LEAKS

There have been no significant spills and no chronic leaks at this facility in the past five years. Measures are in place
in the event that a spill does occur (See Section 4.6). Appendix D contains a copy of the Spill Prevention and Response
Plan for the facility.

2.7 NON-STORM WATER DISCHARGES

The certification of non-storm water discharges can be found in Table 2-2.

Table 2-2: Non-Storm Water Discharge Assessment and Certification

On August 13, 2015, David Garabedian, O & M Technician, Billerica Wastewater Treatment Facility, evaluated
the catch basins at the Billerica WWTF (Outfall-01, Outfall-02, Outfall-03, and Outfall-04) for the presence of
non-storm water by observing these outfalls during dry weather conditions. No potential significant sources of
non-storm water were identified. In addition, no discharge was observed entering the catch basins, indicating
that non-storm water is not present in any of the outfalls at the Billerica WWTF.

CERTIFICATION
I certify under penalty of law that this document and all attachments were prepared under my direction or
supervision in accordance with a system designed to assure that qualified personnel properly gathered and
evaluated the information submitted. Based on my inquiry of the person or persons who manage the system,
or those persons directly responsible for gathering the information, the information submitted is, to the best of
my knowledge and belief, true, accurate, and complete. I am aware that there are significant penalties for
submitting false information, including the possibility of fine and imprisonment for knowing violations.

Name: Lorraine Sander

Title: Superintendent

Signature:

Date Signed:



Billerica WWTF (212807.08) Woodard & Curran
Billerica WWTF SWPPP - September 2015 - Final September 2015

2.8 ALLOWABLE NON-STORM WATER DISCHARGES

All allowable non-storm water discharges are identified on the Site Map (Appendix B). These discharges include annual
hydrant flushing performed by the Town Water Department.

2.9 EXISTING STORM WATER MONITORING DATA

The Billerica WWTF has very little historical storm water monitoring data. Outfalls have been checked sporadically due
to construction projects over the past 8 years and staff turnover. However, no signs of unacceptable discharges have
been reported from the most recent inspection.

2.10 SITE SUMMARY (SOURCES OF POLLUTION WITH A HIGH RISK OF CONTAMINATING STORM
WATER)

The following areas are potential sources of contamination:

 Vehicle washing. Residue on the ground from washing vehicles may contaminate storm water.

 Fueling Vehicles. Diesel fuel may spill during fueling and contaminate storm water during wet weather.

Appendix E summarizes the above information by potential pollution source.
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3. POLLUTION PREVENTION TEAM

The storm water pollution prevention team is responsible for assisting in the development and revision the facility’s
SWPPP as well as maintaining control measures and taking corrective actions where required. Each member of the
storm water pollution prevention team must have ready access to both a copy of the 2015 MSGP (Appendix A) and
this Plan. The following table identifies the members of the Billerica WWTF pollution prevention team and describes
their roles and responsibilities.

Table 3-1: Billerica WWTF Pollution Prevention Team

Name and Title Roles and Responsibilities

Lorraine Sander
Superintendent

Office Phone: (978) 671-0956
Cell Phone: (603) 661-0353

This individual is responsible for the development and
oversight of the SWPPP. Her roles will include the following:
develop, review, and implement the Plan; oversee spill
response activities; oversee training activities; ensure
quarterly visual storm water inspections are conducted;
review sample/inspection reports; and submit required
regulatory reports.

Jeffrey Kalmes
Plant Supervisor

Office Phone: (978) 671-0956
Cell Phone: (978) 987-8896

This individual is responsible for the daily implementation of
the SWPPP elements. His roles include implementation of
best management practices and preventative maintenance
programs; oversee good housekeeping activities; assist in
spill response activities; and assist in other SWPPP
elements, as necessary.

David Garabedian
Plant O&M Technician

Office Phone: (978) 671-0956
Cell Phone: (978) 987-5853

This individual is responsible for the daily implementation of
the SWPPP elements. His roles may include the following:
conduct quarterly visual inspections and prepare inspection
reports; conduct quarterly benchmark monitoring; participate
in the annual comprehensive site evaluations; assist in
implementation of best management practices; assist in spill
response activities; and assist in other SWPPP elements, as
necessary.
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4. CONTROL MEASURES

4.1 MINIMIZE EXPOSURE

All containers of raw materials and wastes stored are either stored inside buildings or in designated areas that are not
exposed to storm water. There is no temporary storage or staging outside where there may be exposure to storm water
or the elements. There is however, always some potential for releases to occur during loading/unloading, in which case
material may escape from the vehicle or loading dock area where it may be washed into the storm drain system. The
amount of material spilled would depend on the size of the container being loaded or unloaded and the type of release.
The Spill Prevention and Response Plan in Appendix D describes the procedures that Billerica WWTF personnel
implement to prevent and as necessary respond to spills.

4.2 GOOD HOUSEKEEPING

The following is a list of good housekeeping practices followed at the Billerica WWTF:

 No wash water from equipment or vehicle washing is allowed to discharge to the storm drain. Wash water is
collected and discharged to the treatment system.

 Spills are immediately cleaned up with an absorbent (See Spill Prevention and Response Procedures in
Appendix D.).

 All fluid products and wastes are kept indoors.

 Waste oil is stored in a waste oil container in the oil storage room that is kept closed except when filling.

 Vehicle servicing/repair is performed offsite by the Highway Department.

4.3 PREVENTATIVE MAINTENANCE

The following is a list of preventative maintenance procedures practiced at this facility:

 This facility has a written spill prevention and response plan.

 All staff are aware of spill prevention and response procedures.

 Spill response equipment is located at all potential spill areas.

 Qualified personnel trained in spill response procedures observe all transfers to and from the tanks (chemical
and process).

 Catch basins and sediment chambers are checked and cleaned as needed.

 Drainage swales are kept clear.

 Other segments of the storm drain system are cleaned using the jet truck as needed.

 Hydraulic equipment is kept in good repair to prevent leaks.

 Outdoor storage tank containment areas are checked for leaks.

 Uncontaminated storm water in containment areas is kept to a minimum.
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 Vehicles and equipment are checked regularly for leaks.

4.4 BEST MANAGEMENT PRACTICES (BMPS)

The following is a list of existing and planned BMPs. When implemented, the BMPs will prevent or reduce the discharge
of potential pollutants in storm water runoff for each area of concern listed in the Site Summary (Section 3.10).

Loading and unloading areas. To prevent or reduce the potential of storm water contamination in the loading and
unloading areas, the following BMPs have already been or will be implemented:

 Loading and unloading are supervised by a trained staff member.

 Emergency spill kits are available at loading/unloading areas.

 There is no gasoline fuel tank on site.

 Dumpster lid is closed except when in use.

4.5 SEDIMENT AND EROSION CONTROL

There are no areas on the Billerica WWTF’s property that may pose a possible concern for erosion. Construction areas
have required erosion control.

4.6 MANAGEMENT OF STORM WATER RUNOFF

The following management practices for runoff are used at the Billerica WWTF:

 Impervious areas have no curbs in order to encourage sheet flow runoff to vegetative areas.

 Drains with the highest potential of contaminated storm water recycle back to the plant process flow and not
to receiving waters.

4.7 SPILL PREVENTION AND RESPONSE

A Spill Prevention and Response Plan is included in Appendix D.

4.8 EMPLOYEE TRAINING

The Billerica WWTF conducts initial employee training and periodic refresher training for personnel who work in areas
where industrial materials or activities are exposed to storm water, or who are responsible for implementing activities
necessary to meet the conditions of the MSGP (e.g., inspectors, maintenance personnel), including all members of the
pollution prevention team. The training covers both the specific control measures used to achieve the effluent limits in
the MSGP, and the monitoring, inspection, planning, reporting, and documentation requirements of the MSGP.
Documentation of training, including the date and a list of attendees, is included in Appendix H.
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5. INSPECTIONS AND CORRECTIVE ACTIONS

5.1 QUARTERLY FACILITY INSPECTIONS

Qualified Billerica WWTF personnel regularly inspect all areas of the facility where industrial materials or activities are
exposed to storm water, and assess how well BMPs are operating. Because industrial materials at the facility have
minimal exposure to storm water and Billerica WWTF personnel are already conducting daily inspections of process
equipment; the Billerica WWTF has determined that a quarterly inspection schedule is adequate to ensure that storm
water BMPs are operating properly. During these quarterly inspections, Billerica WWTF personnel will inspect each of
the exposed areas, including materials storage and handling areas, storage tanks, and exhaust vents, to determine if
the BMPs are effectively preventing discharge of pollutants. Each quarterly visual inspection will be recorded on the
forms provided in Appendix F. Completed quarterly visual monitoring forms are maintained in Appendix F for a period
of at least three years.

In the event that any problems are identified during the quarterly inspections, corrective actions will be noted in the
inspection report. Required actions will be determined by the Superintendent and/or members of the pollution
prevention team to ensure that they are appropriate. Deficiencies in implementation of this Plan will be corrected within
14 days of detection, or more quickly if possible.

5.2 QUARTERLY VISUAL ASSESSMENT OF STORM WATER DISCHARGES

In accordance with Part 3.2.1 of the MSGP, quarterly visual assessments of storm water discharges associated with
industrial activity will be collected from Outfalls 001, 002, and 004 by a qualified Billerica WWTF employee or contractor.
The visual assessment will be made during daylight hours (e.g., normal working hours) and recorded on the forms
provided in Appendix G.

Visual assessments will be made of samples collected within the first 30 minutes (or as soon thereafter as practical,
but not to exceed 1 hour) of when the runoff or snowmelt begins discharging from the facility. The examination must
document observations of color, odor, clarity, floating solids, settled solids, suspended solids, foam, oil sheen, and
other obvious indicators of storm water pollution. The examination must be conducted in a well lit area. No analytical
tests are required to be performed on the quarterly visual assessment samples. All such samples must be collected
from a storm event that results in an actual discharge and that occurs at least 72 hours from the previously measurable
storm event. The 72-hour storm interval is waived when the preceding measurable storm did not yield a measurable
discharge, or if the Billerica WWTF is able to document that less than a 72-hour interval is representative for local storm
events during the sampling period.

If it is not possible to collect the sample within the first 30 minutes of a measurable storm event, the sample must be
collected as soon as practicable after the first 30 minutes and documentation must be kept with this SWPPP explaining
why it was not possible to take samples within the first 30 minutes. In the case of snowmelt, samples must be taken
during a period with a measurable discharge.

Storm event data must be recorded with the results of the visual observation. This data will include the following:

 Date and duration (in hours) of the storm event(s) sampled;

 Rainfall measurements or estimates (inches); and

 Number of days between the storm event sampled and the end of the previous measurable storm event. For
snowmelt monitoring simply record the date of the sampling event.
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If a visual assessment indicates that pollutants are entering the storm water system, more detailed analyses may be
necessary to determine the source of the pollutants and corrective actions that should be taken. Findings from visual
assessments are not required to be submitted to EPA, unless specifically requested to do so. If the visual assessment
reveals that any control measures are not being properly operated and maintained, the corrective action requirements
described in Section 5.9 must be implemented.

Exceptions to performing quarterly visual assessments may apply during adverse weather conditions (i.e., conditions
that are dangerous or create inaccessibility for personnel, such as local flooding, high winds, or electrical storms, or
situations that otherwise make sampling impractical such as drought or extended frozen conditions). When adverse
weather conditions prevent the collection of samples during the quarter, a substitute sample must be taken during the
next qualifying storm event. Documentation of the rationale for no visual assessment for the quarter must be included
with visual assessment records. One quarterly visual assessment must capture snowmelt discharge, depending on the
climatic conditions during the winter months.

5.3 BENCHMARK MONITORING

The Billerica WWTF is regulated under Sector T of the MSGP. No sector-specific benchmarks are identified for Sector
T in Part 8 of the MSGP; therefore, benchmark monitoring is not required.

5.4 EFFLUENT LIMITATION GUIDELINE MONITORING

The Billerica WWTF is regulated under Sector T of the MSGP. No numeric limitations for storm water discharges apply
to this sector.

5.5 STATE-SPECIFIC MONITORING

State-specific monitoring requirements for Massachusetts facilities are detailed in Part 9.1.2 of the MSGP. MassDEP
may request a copy of the SWPPP and if requested the Billerica WWTF must provide a copy of this SWPPP within 14
days.

5.6 IMPAIRED WATERS MONITORING

The Billerica WWTF does not discharge storm water into any waterbodies identified as a Section 303(d) impaired water;
therefore, no additional storm water monitoring for impaired waters is required.

5.7 OTHER MONITORING REQUIRED BY EPA

The Billerica WWTF is not subject to other monitoring required by the EPA for storm water discharges from the facility

5.8 SUMMARY OF EXISTING SAMPLING DATA

Analytical results for monitoring of storm water discharges are not available.

5.9 CORRECTIVE ACTIONS

Conditions Requiring Review and/or Revision to Eliminate Problem

The selection, design, installation, and implementation of control measures must be reviewed to determine if
modifications are necessary to meet the effluent limits in the MSGP if construction or a change in design, operation, or
maintenance at the facility significantly changes the nature of pollutants discharged in storm water, or significantly
increases the quantity of pollutants discharged.
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If any of the following conditions occur, the selection, design, installation, and implementation of control measures must
be reviewed and revised to ensure that the condition is eliminated and will not be repeated in the future:

 An unauthorized release or discharge (e.g., spill, leak, or discharge of non-storm water not authorized by the
MSGP or other permit) occurs at the facility;

 Billerica WWTF personnel become aware, or EPA determines, that the control measures are not stringent
enough for the discharge to meet applicable water quality standards;

 An inspection or evaluation of the facility by an EPA official, or local or State entity, determines that
modifications to the control measures are necessary to meet the non-numeric effluent limits in the MSGP; or

 As a result of the routine facility inspection, quarterly visual storm water assessment, or comprehensive site
inspection, Billerica WWTF personnel find that the control measures are not being properly operated and
maintained.

Corrective Action Deadlines and Reporting

The discovery of any of the conditions listed above must be documented within 24 hours of making the discovery. The
following information must be included in this documentation:

 Identification of the condition triggering the need for corrective action review;

 Description of the problem identified; and

 Date the problem was identified.

Subsequently, within 14 days of such discovery, any corrective actions to be taken to eliminate or further investigate
the deficiency must be documented, or if no corrective action is needed, the basis for that determination. The following
information must be included in this documentation:

 Summary of corrective action taken or to be taken (or, where corrective action is determined not to be
necessary, the basis for this determination);

 Notice of whether SWPPP modifications are required as a result of this discovery or corrective action;

 Date corrective action initiated; and

 Date corrective action completed or expected to be completed.

If it is determined that changes are necessary following the review, any modifications to control measures must be
made before the next storm event if possible, or as soon as practicable following that storm event. The documentation
described in this section must be maintained on file, and submitted as part of the annual report required by Part 7.5 of
the MSGP.
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6. DOCUMENTATION TO SUPPORT ELIGIBILITY

6.1 DOCUMENTATION REGARDING ENDANGERED SPECIES

The Billerica WWTF determined the extent of the action area for the facility based on the guidance set forth in Appendix
E of the MSGP. Based on the locations of the outfalls and the extent of the action areas, an official species list was
requested from the U.S. Fish and Wildlife Service (FWS) using the online mapping tool IPac (Consultation Code:
05E1NE00-2015-SLI-1610, See Appendix I). The FWS identified only one threatened species in the action for the
facility: Northern Long-Eared Bat (Myotis septentrionalis). No critical habitats were identified. Based on this information
and guidance provided by the EPA Region 1 regarding the Northern long-eared Bat, the Billerica WWTF selected
Criterion A – No listed species or critical habitat are in the action area.

6.2 DOCUMENTATION REGARDING HISTORIC PROPERTIES

In 1984, prior to the expansion of the Billerica WWTF, staff of the Massachusetts Historical Commission (MHC)
reviewed the information about the expansion as presented in an Environmental Notification Form. From this review,
MHC determined that the proposed expansion of the facility would not affect significant historic or archeological
properties (See Appendix I). This upgrade was the last major upgrade performed at this site. Based on this information
the Billerica WWTF selected criterion B for eligibility and screening procedures relating to historic properties and the
National Historic Preservation Act as set forth in Appendix F of the MSGP. Subsurface storm water controls will not
affect historic properties. Appendix 9 contains a copy of the letter from MHC concerning this determination.
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7. RECORDKEEPING AND REPORTING

7.1 RECORDKEEPING

The Billerica WWTF is required to retain copies of this SWPPP and all associated inspection records, monitoring data,
reports, etc. on file for at least 3 years from the date that coverage under the 2015 MSGP is terminated or expired. The
following provides an outline of the records that must be included to demonstrate full compliance with the conditions of
the MSGP:

 A copy of the NOI submitted to the EPA to maintain coverage under the 2015 MSGP;

 A copy of the 2015 MSGP (Appendix A);

 Descriptions and dates of any incidences of significant spills, leaks, or other releases that resulted in
discharges of pollutants to waters of the U.S., through storm water or otherwise; the circumstances leading to
the release and actions taken in response to the release; and measures taken to prevent the recurrence of
such releases (none have occurred; if any occur in the future, records will be maintained onsite);

 Records of employee training, including date training was received are maintained onsite;

 Documentation of maintenance and repairs of control measures, including the date(s) of regular maintenance,
date(s) of discovery of areas in need of repair/replacement, and for repairs, date(s) that the control measure(s)
returned to full function, and the justification for any extended maintenance/repair schedules (records
maintained onsite as appropriate);

 All inspection reports, including the Routine Facility Inspection Reports and the Quarterly Visual Assessment
Reports (see Attachments 6 and 7);

 Description of any deviations from the schedule for visual assessments and/or monitoring, and the reason for
the deviations (e.g., adverse weather or it was impracticable to collect samples within the first 30 minutes of
a measurable storm event) (to be included with corresponding inspection/assessment records); and

 Description of any corrective action taken at the site, including triggering event and dates when problems
were discovered and modifications occurred (to be included with corresponding inspection/assessment
records).

7.2 ANNUAL REPORT

The Billerica WWTF will prepare and submit an Annual Report to EPA electronically via the Central Data Exchange
(CDX) NPDES eReporting Tool (Net), by January 30th for each year of permit coverage. The Annual Report will contain
information generated from the past calendar year. The Annual Report must include the following information:

 The results or a summary of the past year’s routine facility inspections and quarterly visual assessments;

 Information copied or summarized from corrective action documentation, if applicable. If the corrective action
is not yet completed at the time of submission the Billerica WWTF must describe the status of any outstanding
corrective action(s); and

 Any incidents of noncompliance observed or, if there is no noncompliance, a signed certification stating the
facility is in compliance with the MSGP.
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APPENDIX A: 2015 MULTI-SECTOR GENERAL PERMIT FOR
STORM WATER DISCHARGES ASSOCIATED WITH
INDUSTRIAL ACTIVITY
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APPENDIX B: SITE LOCUS AND SITE MAP
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APPENDIX C: SIGNIFICANT MATERIAL INVENTORY
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APPENDIX D: SPILL PREVENTION AND RESPONSE PLAN
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APPENDIX E: ACTIVITIES WITH A HIGH RISK OF
CONTAMINATING STORM WATER
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APPENDIX F: QUARTERLY FACILITY INSPECTION REPORTS



QUARTERLY FACILITY INSPECTION CHECKLIST
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Date: Time:

Inspector(s) Name(s):

Inspector(s) Signature(s):

Weather Conditions during Inspection:

Conduct a thorough inspection of the entire facility and grounds

Areas To Inspect Good Action
Needed?
(Routine)

“Corrective
Action”†

Needed?

Action
Completed?

(Date)
Specific Potential Pollutant Sources:

Administration and Maintenance Building parking areas, garage,
fueling island, and diesel tank.

Preliminary Treatment Building loading docks and chemical storage

Aeration Tanks and final settling tanks

Operations building and chemical storage

Sludge Handling and Disposal Building loading storage and
management areas

Composting Facility

General Facility Grounds & Outfall(s):
Good Action

Needed?
(Routine)

“Corrective
Action”†

Needed?

Action
Completed?

(Date)

Ensure that facility grounds show no signs of poor housekeeping (e.g.,
industrial materials or trash that may come in contact with storm water).

Ensure there are no spots, pools, puddles, or other traces of oil, grease, or
other chemicals on the ground around the facility, either liquid or solid.

Ensure there are no signs of dead grass or distressed vegetation.

Ensure there is no evidence of offsite tracking of industrial or waste
materials, or sediment where vehicles enter or exit the site, and no blowing
of raw, final, or waste materials outside of the operational areas.

†Corrective Action” is triggered for systemic problems with control measures (e.g., if a dumpster lid is occasionally left open, this does not
trigger “corrective action;” however, if a dumpster lid is missing or inoperable, this triggers corrective action. If an area needs routine sweeping,
this does not trigger “corrective action;” however, if an area needs sweeping and is not being swept because supplies are not available or
staff is not assigned, this triggers corrective action.)

Do any control measures need maintenance, repairs, or replacement?  Yes*  No If yes, describe:

Any additional control measures needed to comply with permit requirements?  Yes*  No If yes, describe:

Describe any incidences of noncompliance observed (i.e., corrective action needed), summary of corrective actions taken and date initiated
and completed (attach additional sheets if necessary):

Are modifications to SWPPP necessary?  Yes  No If yes, describe:

*Any required modifications to control measures must be made before the next storm event if possible, or as soon as practicable
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APPENDIX G: QUARTERLY VISUAL ASSESSMENT REPORTS



QUARTERLY STORMWATER VISUAL ASSESSMENT REPORT
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Facility: Billerica WWTF Outfall:

Circle the Appropriate Quarter: 1st (Jan – March) 2nd (April – June) 3rd (July – Sept) 4th (Oct – Dec)

Date Sample Collected: Time Sample Collected:

Date Sample Inspected: Time Sample Inspected:

Name of Sample Collector: Signature:

Nature of Discharge (circle one): Runoff Snowmelt

Observations: Record your visual observations of the sample quality in the space provided below

Color: Suspended solids:

Odor: Foam:

Clarity: Oil sheen:

Floating solids: Other obvious indicators of storm water pollution:

Settled solids:

Probable sources of any observed storm water contamination:

If it was not possible to collect sample within the first 30 minutes of discharge, explain why:

The requirements for storm water sample collection are as follows:

 Collect samples within the first 30 minutes of an actual discharge from a storm event. If it is not possible to collect
the sample within the first 30 minutes of discharge, the sample must be collected as soon as practicable after the
first 30 minutes and you must document why it was not possible to take samples within the first 30 minutes. In the
case of snowmelt, samples must be taken during a period with a measurable discharge from the site.

 The rainfall event sampled should occur at least 72 hours (3 days) from the previous discharge. The 72-hour storm
interval does not apply if you document that less than a 72-hour interval is representative for local storm events
during the sampling period.

 Collect sample in a clean, clear, glass or plastic container, and examine in a well-lit area.

If evidence of storm water pollution is observed, control measures must be reviewed and revised in accordance with Part 4
of the MSGP. Describe any incidences of noncompliance observed, summary of corrective actions taken and date initiated
and completed (attach additional sheets if necessary):

Are modifications to SWPPP necessary?  Yes  No If yes, describe:

*Any required modifications to control measures must be made before the next storm event if possible, or as soon as practicable.
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APPENDIX H: TRAINING DOCUMENTATION
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APPENDIX I: ELIGIBILITY DOCUMENTATION



woodardcurran.com
COMMITMENT & INTEGRITY DRIVE RESULTS


